
VARIABOX
Extensions



made
in
Germany

Bals Nederland B.V. 
Watze Hilariusweg 6 

2031 AA Haarlem 
T: +31235470947 
verkoop@bals.nl 

www.bals.nl

The Bals VARIABOX distributor system is even more versatile and 
flexible. As an adaptive further development, the new network data 
sockets as well as the switched interlocked CEE sockets are now 
available. Thus, the distributors can now be equipped with RJ45, 
HDMI or USB connections if necessary.
The coded flange plate with separate switch accommodates the 
mechanically interlocked panel mounting socket from 16A 3-pole to 
32A 5-pole in IP44 or IP67 and can be perfectly integrated optically 
in the overall system.

Thus, the VARIABOX once again lives up to its reputation as a true 
all-rounder among the distributor systems. With the S, M, L, XL and 
XXL versions as wall-mounted or mobile combination, you will 
always find the right distributor for your needs – flexibly and indivi-
dually configurable. A decisive advantage of the distributor is its 
freedom from maintenance: all panel mounting sockets are equip-
ped with the touch-safe QUICK-CONNECT connection technology.
Also unique is the operating window with OTC mechanism (one 
touch close).

Variabox extension – switching bar:
- Perfect optical integration in the existing system
- User-friendly arrangement in the case of multiple units
- Mechanical double-interlocking
- Can be locked in the 0-position
- Nickel plated contacts
- High-temperature-resistant contact carriers
- Greater flexibility in the Variabox system landscape
- Suitable for harsh environmental conditions
- Versions in all voltages and frequencies from 16A 3-pole to 32A

5-pole
- Protection degrees IP44, IP54 and IP67

Variabox extension – network socket:
- Perfect optical integration in the existing system
- Optionally equipped with RJ45, HDMI or USB
- Various data technology inserts available
- With protection against contact
- Protection degree IP54
- Greater flexibility in the Variabox system landscape
- Can be closed with the plugs plugged in, optionally lockable
- With labelling fields

Detailed view of switched interlocked flange plate. The network socket with various data inserts.


